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(57) ABSTRACT

Provided is a tire exhibiting both improved partial wear resis-
tance and improved quietness. The tire has block land portion
arrays 5 defined on a tread portion 1. Between adjacent two
block land portion arrays 5 sandwiching a circumferential
groove 2, block land portions 4 constituting the block land
portions 5 are arranged so as to be positionally displaced from
each other in the tire circumferential direction, and a groove
portion 6 between the block land portions adjacent in the tire
width direction extends obliquely with respect to the tire
width direction and the tire circumferential direction. Further,
in the adjacent block land portion arrays 5, the block land
portion 4 is adjacent to at least two block land portions by way
of the groove portion 6 between the block land portions
adjacent in the tire width direction, and two side walls 9,10 of
the adjacent block land portion 4 has projected lengths dif-
ferent from each other, the projected lengths being obtained
by projecting the side walls to a line parallel to the tire cir-
cumferential direction. Yet further, the block land portions 4
adjacent in the tire width direction are disposed in a point-
symmetric manner by way of the groove portion 6 between
the block land portions 4 adjacent in the tire width direction.
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1
TIRE

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a National Stage of International Appli-
cation No. PCT/JP2009/006437 filed Nov. 27,2009, claiming
priority based on Japanese Patent Application No. 2008-
302524, filed Nov. 27, 2008, the contents of all of which are
incorporated herein by reference in their entirety.

TECHNICAL FIELD

The present invention relates to a tire, in particular, to a tire
for heavy load having, on a tread portion, plural tire-circum-
ferential grooves extending in a tire circumferential direction,
and plural lateral grooves each communicating adjacent two
tire-circumferential grooves, thereby to define plural block
land portion arrays formed by a large number of block land
portions, aimed at improving quietness of the tire while
improving wear resistance thereof.

RELATED ART

In general, a tire for heavy load is designed to have a high
aspect ratio and high belt rigidity of the tire so as to be able to
bear considerable amount of weight. Further, in many cases,
the tire for heavy load is designed to have a tread pattern in
which block land portions are arranged over the entire tread
portion so as to be able to travel under various traveling
conditions.

The tire for heavy load having such a pattern can bear
heavier load as compared with tires for general vehicles, and
hence, partial wear resulting from heel and toe wear is likely
to occur during travel in proportion to the amount of load that
the tire bears. The heel and toe wear refers to wear in which,
due to excess deformation of block land portions at the time
when the tire is rotated with load, a wear amount of a leading
edge (portion that first comes into contact with the ground) of
the tire is smaller, and the wear amount of a trailing edge
(portion that finally comes into contact with the ground) ofthe
tire in the tire circumferential direction is larger. As a result,
there occurs a difference in wear mainly between both ends of
the block land portion in the tire circumferential direction,
reducing the lifetime of the tire in terms of wear.

Conventionally, for the problem of partial wear as
described above, various countermeasures for suppressing
the partial wear have been attempted. Of the countermeasure,
as disclosed in Patent Document 1 for example, there is pro-
posed an effective method for preventing the partial wear
resulting from collapsing deformation, which includes:
reducing a depth of a part of lateral grooves defining a block,
in other words, forming a bottom-raised portion in each of the
lateral grooves to strengthen stress against collapsing defor-
mation of the block land portion toward the tire circumferen-
tial direction so as to suppress an increase in the driving force
per unit area that the tread portion has to bear.

RELATED ART DOCUMENT
Patent Document

Patent Document 1: Japanese Patent Application Laid-
open No. 6-171318

Patent Document 2: Japanese Patent Application Laid-
open No. 6-143932
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Patent Document 3: Japanese Patent Application Laid-
open No. 8-118917

DISCLOSURE OF THE INVENTION
Problems to be Solved by the Invention

Tires for heavy load for used in trucks or buses have a high
aspect ratio and high belt rigidity. Thus, at the time when the
tire is rotated with load, there occurs rotation at a belt portion
by driving force, and friction at a tread portion that is in
contact with the ground, generating a difference in deforma-
tion between the belt portion and the tread portion as illus-
trated in FIG. 1, thereby causing excessive collapse and defor-
mation at the tread portion. This increases the amount of
driving force per unit area that the tread portion has to bear,
and sliding phenomenon occurs between a block land portion
and the ground, causing an increase in the amount of wear of
the block land portion. Further, the tire described in Patent
Document 1 cannot sufficiently suppress collapsing and
deformation of the block land portion at the time of tire
rotation with load. Therefore, the tire described in Patent
Document 1 cannot suppress the increase in the amount of
wear of the block land portion caused by the sliding phenom-
enon, and the problem concerning wear resistance is left
unsolved. Further, in general, by increasing the rigidity of a
rubber forming the block land portion to suppress the excess
collapsing and deformation of the block land portion, it is
possible to effectively suppress the amount of wear of the
block land portion. However, this excessively increases the
rigidity of the block land portion, possibly causing the block
land portion to break due to chip or crack at the time when the
tire is rotated with load. Yet further, for such a tire, sufficient
attention has not been paid to quietness, and in recent years,
there is an increasing demand for improvement in comfort-
ability in a car, whereby improvement for comfortability of
tires is further required for the tires. Note that Patent Docu-
ments 2 and 3 describe tires having tread patterns capable of
improving the quietness. However, there was room for
improvement for these tires in terms of wear resistance.

Therefore, an object of the present invention is to provide a
tire exhibiting both improved wear resistance and improved
quietness, by optimizing shapes of block land portions and
positional arrangement thereof.

Means for Solving the Problem

To achieve the object described above, the present inven-
tion provides a tire having, on a tread portion, a plurality of
circumferential grooves extending in a tire circumferential
direction, and plural lateral grooves each communicating
adjacent two circumferential grooves, thereby defining a plu-
rality of block land portion arrays formed by a large number
of block land portions, wherein: between block land portion
arrays located adjacent to each other while sandwiching the
circumferential groove, the block land portions constituting
said block land portion arrays are arranged so as to be posi-
tionally displaced from each other in the tire circumferential
direction; a groove portion between the block land portions
adjacent in the tire width direction extends obliquely with
respect to the tire width direction and the tire circumferential
direction; a distance between the block land portions adjacent
in the tire width direction is shorter than a distance between
the block land portions adjacent in the tire circumferential
direction; in the adjacent block land portion arrays, the block
land portion is adjacent to at least two block land portions by
way of a groove portion between block land portions adjacent
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in the tire width direction; two side walls of the adjacent block
land portion have projected lengths different from each other,
the projected lengths being obtained by projecting the side
walls to a line parallel to the tire circumferential direction;
and, the block land portions adjacent in the tire width direc-
tion are disposed in a point-symmetric manner by way of the
groove portion between the block land portions adjacent in
the tire width direction. In this specification, the term “groove
portion” refers to a part of the circumferential groove, and a
groove extending between the block land portions adjacent in
the tire width direction. The expression “positionally dis-
placed” means arrangement in which beginning points of the
respective block land portions adjacent in the tire width direc-
tion are arranged differently from each other at pitches in the
tire circumferential direction, so that end portions of block
land portions in the circumferential direction are different
between the block land portions adjacent in the tire width
direction. Further, the expression “arranged in a point-sym-
metric manner” means arrangement in a point symmetry
about a given position located on the groove portion between
the block land portions adjacent in the tire width direction and
located between the opposing side walls.

Further, it is preferable that, of the two side walls having
the projected lengths different from each other, a projected
length of one side wall has a length in the range 0of 1.2 t0 6.0
times a projected length of the other side wall.

Yet further, it is preferable that the lateral groove extends
obliquely with respect to the tire width direction. At this time,
it is preferable that the lateral groove extends obliquely with
respect to the tire width direction at an angle in the range of 5
to 45°.

Still yet further, it is preferable that a length of the block
land portion in the widthwise cross section of the tire
increases from both end portions of the block land portion in
the tire circumferential direction toward the central portion of
the block land portion. In this specification, the term “central
portion of the block land portion” means a portion extending
from the central position of the block land portion in the tire
circumferential direction toward both ends of the block land
portion up to the range of 40% of the length of the block land
portion in the tire circumferential direction, and, more spe-
cifically, means an area in which 30% from the respective end
portions of the block land portion in the circumferential direc-
tion is excluded.

Still yet further, it is preferable that a distance between the
block land portions adjacent in the tire circumferential direc-
tion with respect to a distance between the block land portions
adjacent in the tire width direction is in the range of 1:0.85 to
1:0.3.

Still yet further, it is preferable that a length of the block
land portion in the tire circumferential direction with respect
to a distance between the block land portions adjacent in the
tire circumferential direction is in the range of 1:0.25 to
1:0.05.

Still yet further, it is preferable that a distance between the
block land portions adjacent in the tire width direction is in
the range of 1.0 to 5.0 mm.

Still yet further, it is preferable that a distance between the
block land portions adjacent in the tire circumferential direc-
tion is in the range of 3.0 to 10.0 mm.

Still yet further, it is preferable that the block land portion
is provided with a narrow groove communicating, in the tire
width direction, two circumferential grooves adjacent to said
block land portion.

Still yet further, it is preferable that the narrow groove is
open to the circumferential groove at the central portion of the
block land portion.
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Still yet further, it is preferable that the length of the narrow
groove in the tire circumferential direction is in the range of 5
to 20% of a depth of the lateral groove.

Effect of the Invention

According to the present invention, it is possible to provide
atire exhibiting both improved wear resistance and improved
quietness, by optimizing shapes of block land portions and
positional arrangement thereof.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram illustrating a relationship between the
presence/absence of a load by driving force and positions to
which a tread portion moves.

FIG. 2 is a development view illustrating a part of a typical
tread portion of a tire according to the present invention.

FIG. 3 is a diagram illustrating a shearing force from a road
surface when driving force is applied.

FIG. 4 is a diagram illustrating deformation of adjacent
block land portions when the driving force is applied.

FIG. 5 is a diagram illustrating deformation of the block
land portions in the case where block land portions adjacent in
the tire circumferential direction are excessively close to each
other.

FIG. 6 is a development view illustrating a part of another
tread portion of a tire according to the present invention.

FIG. 7 is a perspective view of a block land portion illus-
trated in FIG. 6 (reference character T: deformation of a
rubber from a trailing edge toward a leading edge due to
pressing in the oblique direction).

FIG. 8(a) is a diagram illustrating a block land portion that
is pressed against and is in contact with the road surface in a
horizontal manner, and

FIG. 8(b) is a diagram illustrating a block land portion that
is pressed against and is in contact with the road surface in an
oblique manner.

FIG. 9 is a diagram illustrating deformation of an adjacent
block land portion when driving force is applied. (reference
character o increase in shearing deformation at a step-in
time, reference character f§: increase in the amount of rise, and
reference character y: decrease in deformation of the tread
rubber toward a direction opposite to a rotational direction).

FIG. 10 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 11 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 12 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 13 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 14 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 15 is a development view illustrating a part of another
tread portion of the tire according to the present invention.

FIG. 16 is a development view illustrating a part of a tread
portion of a Conventional Example tire.

FIG. 17 is a development view illustrating a part of a tread
portion of a Comparative Example tire 1.

FIG. 18 is a development view illustrating a part of a tread
portion of a Comparative Example tire 2.

FIG. 19 is a development view illustrating a part of a tread
portion of a Comparative Example tire 3.

FIG. 20 is a development view illustrating a part of a tread
portion of a Comparative Example tire 4.
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FIG. 21 is a development view illustrating a part of a tread
portion of a Comparative Example tire 5.

FIG. 22 is a development view illustrating a part of a tread
portion of a Comparative Example tire 6.

FIG. 23 is a development view illustrating a part of a tread
portion of a Comparative Example tire 7.

FIG. 24 is a development view illustrating a part of a tread
portion of a Comparative Example tire 8.

FIG. 25 is a development view illustrating a part of a tread
portion of a Comparative Example tire 9.

FIG. 26 is a development view illustrating a part of a tread
portion of an Example tire.

BEST MODE FOR CARRYING OUT THE
INVENTION

Hereinbelow, an embodiment of the present invention will
be described with reference to the drawings. FIG. 2 is a
development view illustrating a part of a typical tread portion
ofatire according to the present invention. FIG. 3 is a diagram
illustrating a shearing force from a road surface when driving
force is applied. FIG. 4 is a diagram illustrating deformation
of adjacent block land portions when the driving force is
applied. FIG. 5 is a diagram illustrating deformation of the
block land portions in the case where block land portions
adjacent in the tire circumferential direction are excessively
close to each other. FIG. 6 is a development view illustrating
apart of another tread portion of a tire according to the present
invention. FIG. 7 is a perspective view of a block land portion
illustrated in FIG. 6. FIG. 8(a) is a diagram illustrating a block
land portion that is pressed against and is in contact with the
road surface in a horizontal manner, and FIG. 8(b) is a dia-
gram illustrating a block land portion that is pressed against
and is in contact with the road surface in an oblique manner.
FIG. 9 is a diagram illustrating deformation of an adjacent
block land portion when driving force is applied. FIG. 10
through FIG. 15 are development views each illustrating
another tread portion of the tire according to the present
invention.

As illustrated in FIG. 2, the tire according to the present
invention has, on a tread portion 1, plural circumferential
grooves 2 extending in a tire circumferential direction and
plural lateral grooves 3 each communicating two adjacent
circumferential grooves 2, thereby to define plural block land
portion arrays 5 formed by a large number of block land
portions 4. Further, between adjacent block land portion
arrays 5, 5, the block land portions 4 constituting the block
land portions are arranged so as to be positionally displaced
from each other in the tire circumferential direction, and a
groove portion 6 existing between the block land portions
adjacent in the tire width direction extends so as to be oblique
to the tire width direction and the tire circumferential direc-
tion. Yet further, a distance d, between the block land portions
adjacent in the width direction of the tire is shorter than a
distance d, between block land portions adjacent in the cir-
cumferential direction of the tire. Yet further, a length of the
block land portion 4 in the widthwise cross section of the tire
is constant from both end portions 7, 7 of the block land
portion 4 in the circumferential direction toward a central
portion 8 of the block land portion 4. Still yet further, in the
adjacent block land portion arrays 5, one block land portion 4
is adjacent to two block land portions 4 via a groove portion
6 between block land portion 4 adjacent in the tire width
direction. Two side walls 9, 10 of the adjacent block land
portion 4 have projected lengths d; and d,, different from each
other, each of which projected lengths is a length obtained by
projecting each of the side walls to a line parallel to the tire
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circumferential direction, and, the projected length d, is
shorter than the projected length d,,. Still yet further, the block
land portions 4 adjacent in the tire width direction are
arranged in a point-symmetric manner via the groove portion
6 between the block land portions adjacent in the tire width
direction.

The present inventor found that an increase in belt rigidity
leads to a decrease in an area where a tread surface is brought
into contact with a road surface, and hence, shearing force in
the tire circumferential direction excessively increases at the
time of kick-out of the tread that causes sliding wear to occur,
which causes wear resistance to reduce. FIG. 3 shows a
change in the shearing force (force acting in the driving
direction and on the road-contacting surface of the tire) acting
in the circumferential direction from the step-in time to the
kick-out time at given positions of the block land portion in a
road-contacting state while the driving force is being applied,
the change being plotted from the time when load by driving
force is notapplied to the tire. As shown in the solid line, in the
conventional tire, at the step-in time, the shearing force in the
circumferential direction is almost equal to the shearing force
acting at the time when driving force is not applied, and then,
monotonously increases toward the kick-out time. The total
amount of those forces generated from the step-in time to the
kick-out time (integral value of the shearing force in the
circumferential direction generated from the step-in time to
the kick-out time) makes a vehicle accelerate, functioning as
the force acting on a tire axis. If the ground-contacting surface
decreases, the decrease of the integral value resulting from
said decrease in the area is compensated with change in the
force per unit area being steeper from the step-in time to the
kick-out time. As a result, the shearing force in the circum-
ferential direction at the kick-out time increases, which
reduces the wear resistance. The present inventor made a keen
study on the basis of an idea that the integral value above can
be compensated by generating the shearing force in the cir-
cumferential direction from the step-in time (change from the
time when driving force is not applied) so as to decrease the
shearing force in the circumferential direction at the kick-out
time, as shown in the broken line in FIG. 3. As a result, it is
found that the characteristic shown in the broken line in FIG.
3 can be obtained by efficiently generating the force at the
step-in time such that: as shown in FIG. 4, at the time when the
driving force is applied, the shearing deformation is gener-
ated at a block land portion that has already been stepped in;
as the deformation increases, the block land portion rises
accordingly, which causes reaction; the next block land por-
tion is pressed on the road surface side by the reaction; and the
reaction causes the deformation of the next block land portion
to increase. Although it is also found that this phenomenon
effectively works by reducing a distance between the block
land portions in the circumferential direction of the tire, the
block land portions come into contact with each other at the
time when the tire is brought into contact with the road sur-
face, in the case where the distance between the block land
portions in the circumferential direction of the tire is too
short, as illustrated in FIG. 5. This causes force to be gener-
ated in the same direction as that of the driving force at the
kick-out time, which adversely deteriorates the wear resis-
tance. In this respect, the present inventor sought a configu-
ration that can effectively utilize the action between the block
land portions while eliminating the effect caused by the con-
tact between the block land portions in the circumferential
direction of the tire, and as a result, found the configuration of
the present invention. The present invention is configured
such that: between two block land portion arrays 5, 5 adjacent
to each other in the width direction of the tire, the block land
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portions 4 constituting the block land portion arrays are
arranged so as to be positionally displaced from each other in
the tire circumferential direction; a groove portion 6 between
block land portions adjacent to each other in the tire width
direction extends obliquely with respect to the tire width
direction and the tire circumferential direction; a distance d,
between block land portions adjacent to each other in the tire
width direction is shorter than a distance d; between block
land portions adjacent to each other in the tire circumferential
direction, whereby it is possible to suppress an expansion
component (FIG. 5) of a rubber caused by the contact of the
block land portions 4, 4 adjacent to each other in the tire
circumferential direction, while effectively bearing the driv-
ing force at the step-in time using reaction between the block
land portions 4, 4 by making the most of the configuration in
which the groove portion 6 between the block land portions
adjacent to each other in the tire width direction extends
obliquely with respect to the tire width direction and the tire
circumferential direction and the distance between the block
land portions is shorter. With this configuration, a gradient of
shearing force in the circumferential direction of the tire from
the step-in time to the kick-out time is made small, so that the
sliding wear can be effectively suppressed.

Additionally, the present inventor made a keen study on
improving quietness with the configuration described above,
and as a result, found the following. It is found that, when a
tire, in particular, a tire for heavy load having a block pattern
in which block land portions are arranged at equal pitches is
mounted to a vehicle, and the vehicle travels at a speed of 70
to 80 km per hour, which is a center speed at the time of
long-distance travel, the quietness deteriorates due to the fact
that an air-column resonance noise occurring from the cir-
cumferential groove and having its peak value in a frequency
band in the vicinity of 800 Hz is overlapped with a secondary
pitch noise occurring at the time when the lateral grooves are
brought into contact with the road surface at equal intervals
and having its peak in a frequency band in the vicinity of 800
Hz, and those noises produce the synergistic effect. There-
fore, the present inventor found that, by employing the con-
figuration described above, and further employing the con-
figuration in which, in the block land portions 4 in the block
land portion arrays 5 adjacent in the tire width direction, side
walls 9 and 10, which are two faces facing the groove portion
6 between the block land portions adjacent in the tire width
direction, are formed so as to have projected lengths d; and d,
different from each other, each of which projected lengths is
alength obtained by projecting the side walls to a line parallel
to the tire circumferential direction, it is possible to make the
circumferential pitches of the lateral grooves 3 arranged at
different intervals between the block land portions 4, 4 in the
adjacent block land portion arrays 5. This reduces the sec-
ondary pitch noise, and shifts the peak value of the secondary
pitch noise with respect to the peak value of the air-column
resonance noise, whereby it is possible to effectively improve
the quietness. Further, by disposing the block land portions 4
adjacent in the tire width direction in a point-symmetric man-
ner via the groove portion 6 between the block land portions
4 adjacent in the tire width direction, the tire can be mounted
to the vehicle in any rotational direction, whereby it is pos-
sible to improve convenience of the tire.

At this time, it is preferable that the projected length d, of
the one side wall 9 is 1.2 to 6.0 times the projected length d,,
ofthe other side wall 10. This is because, in the case where the
projected length d; of the side wall 9 has a length greater than
6 times the projected length d, of the other side wall 10,
variations in the magnitude of reaction between the block
land portions 4, 4 as described above are undesirably great,
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and hence, the driving force to be born at the step-in time
cannot be effectively dispersed in some block land portions 4,
whereby there is a possibility that the sliding wear cannot be
effectively suppressed. On the other hand, in the case where
the projected length d; of the side wall 9 has a length less than
1.2 times the projected length d, of the other side wall 10, the
circumferential pitches of the lateral grooves 3 are undesir-
ably close to equal intervals, and hence, there is a possibility
that the effect of reducing the secondary pitch noise as
described above and shifting the peak values cannot be suf-
ficiently obtained.

Further, it is preferable that the block land portions 4 adja-
cent in the tire width direction are arranged so as to be posi-
tionally displaced by a half pitch in the tire circumferential
direction. This is because, by positionally displacing the
block land portions 4 by the half pitch, the deformation force
resulting from collapsing and deforming when the tire is
rotated with load can be effectively transferred to a block land
portion 4 adjacent in the tire width direction, and hence, the
driving force per unit area that the tread portion 1 has to bear
can be reduced, whereby it is possible to prevent the wear
caused by the sliding phenomenon of the block land portions
4 with respect to the road surface. This makes it possible to
reduce the gradient of the shearing force in the tire circum-
ferential direction from the step-in time to the kick-out time
and also reduce the shearing force at the kick-out time when
the sliding wear occurs, so that the sliding wear can be
reduced. Note that the effect of the present invention may be
obtained even if the block land portions 4 adjacent in the tire
width direction are arranged so as to be positionally displaced
by pitches other than by the half pitch in the tire circumfer-
ential direction. Further, from the viewpoint of further effec-
tively suppressing the sliding wear, it is preferable that the
inclined angle of the direction in which the groove portion 6
between the block land portions adjacent in the tire width
direction extends with respect to the tire circumferential
direction is in the range of 15° to 70°. Further, from the
viewpoint of obtaining a mutual effect between the block land
portions as described above and maintaining said effect until
the end of the wear, it is preferable for a depth of the groove
portion 6 between the block land portions adjacent in the tire
width direction to be in the range of 60 to 100% of a groove
depth of the circumferential groove 2A.

Further, it is preferable that the lateral groove 3 extends
obliquely with respect to the tire width direction. This is
because, by making the lateral groove 3 extend obliquely with
respect to the tire width direction, the leading edge 12 of the
block land portion 4 gradually comes into contact with the
road surface when the tire is rotated with load. This reduces
the pitch noise, which is the hitting sound occurring at the
step-in time of the block land portion 4, thereby improving
the quietness. At this time, it is preferable that the inclined
angle of the direction in which the lateral groove 3 extends
with respect to the tire width direction is in the range of 5 to
45°. This is because, in the case where the inclined angle of
the direction in which the lateral groove 3 extends with
respect to the tire width direction is less than 5°, the leading
edges 12 of the block land portions 4 come into contact with
the road surface substantially at the same time when the tire is
rotated with load. Therefore, the increase in the pitch noise,
which is the hitting sound as described above, cannot be
effectively suppressed, and there is a possibility that the effect
obtained by forming the lateral groove 3 so as to extend in the
oblique direction cannot be sufficiently obtained. On the
other hand, in the case where the inclined angle of the direc-
tion in which the lateral groove 3 extends with respect to the
tire width direction exceeds 45°, the rigidity at an area in the
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vicinity of the lateral groove 3 of the block land portion 4
deteriorates, and there is a possibility that the block land
portion 4 in said area breaks when the tire is rotated with load.
Yet further, as illustrated in FIG. 6 and FIG. 7, it is prefer-
able that a length of the block land portion 4 in the widthwise
cross section of the tire increases from both end portions 7, 7
of'the block land portion 4 in the tire circumferential direction
toward the central portion 8 of the block land portion 4. The
present inventor made a keen study on wear of the block land
portion in the case where a tire having block land portions, in
particular, a tire for heavy load having a high aspect ratio is
used in drive wheels, and as a result, found the following.
More specifically, if the block land portion is pressed against
and is brought into contact with the road surface in a horizon-
tal manner, a stress resulting from incompressibility of rubber
is concentrated on a leading edge and a trailing edge of the
block land portion as shown in FIG. 8(a). However, at the time
of'the kick-out time when tread wear occurs due to slippage of
the tread portion, and the tread portion is pressed obliquely
against the road surface because of existence of a belt, so that
the stress resulting from the incompressibility of rubber is
born by the central portion of the block land portion as shown
in FIG. 8(b). In particular, in the case where the tire has a high
aspect ratio and high belt rigidity, the tread portion is further
strongly pressed obliquely against the road surface, and as a
result, the stress resulting from the incompressibility of rub-
ber is further largely born by the central portion of the block
land portion. The force accompanied by this compression and
deformation is applied in the same direction as the traveling
direction of the vehicle, and is added with the driving force
from the engine torque, which leads to increase in the sliding
wear. Therefore, by increasing the length of the block land
portion in the widthwise cross section of the tire from both
end portions 7, 7 of the block land portion 4 in the circum-
ferential direction of the tire toward the central portion 8 of
the block land portion 4 as described above, it is possible to
concentrate the compressive stress on the central area of the
block land portion 4 as shown in FIG. 8(b) when the block
land portion 4 is obliquely brought into contact with the road
surface. As aresult, even ifthere occurs a force that causes the
rubber at the central area of the block land portion 4 to deform
in the direction from the trailing edge 11 toward the leading
edge 12, forces Q occur in a manner that wall portions of the
block land portion 4 located on the trailing edge side of the
block land portion 4 and obliquely inclined with respect to the
tire circumferential direction expand in the direction normal
to said wall portions of the block land portion, as shown in
FIG. 7. At this time, components R of the forces Q acting to
expand are generated from the right and the left wall portions
of the block land portion 4 and act in opposite directions to
each other, and most of the components R are cancelled with
each other within the block land portion 4, whereby the other
components P of the forces Q act against the force that causes
the rubber at the central area of the block land portion 4 to
deform from the trailing edge 11 toward the leading edge 12.
Therefore, the excess deformation of the block land portion 4
is suppressed, whereby it is possible to prevent the partial
wear and the sliding wear of the block land portion 4.
Further, as shown in FIG. 9, comparison was made
between deformation (solid line) of a block land portion in the
case where driving force is applied to the block land portion
that does not have the shape described above, and deforma-
tion (broken line) of a block land portion in the case where
driving force is applied to a block land portion 4 having the
above-described shape and arrangement according to the
present invention. In the block land portion 4 according to the
present invention, although deformation of the rubber toward
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the trailing edge side of the block is suppressed at the step-in
time due to the same mechanism as that of the kick-out time,
the incompressibility of rubber causes the suppressed defor-
mation to act in a direction in which the trailing edge 11 of the
block land portion 4 that has been already stepped in is made
further rise. This increases the shearing deformation of a
block land portion 4 to be stepped in next, thereby producing
a synergistic effect as shown in FIG. 4 in which the shearing
force at the step-in time increases and the shearing force at the
kick-out time decreases, which has larger effect on the wear.
Note that, at this time, a ratio of a length A of the block land
portion 4 in the tire width direction at an edge portion in the
tire circumferential direction with respect to a length B of the
block land portion 4 in the tire width direction at the central
portion 8 of the block land portion 4 is preferably set in the
range of 1:3 to 1:1.5. This is because it is preferable to set the
ratio of A to B in the range of 1:3 to 1:1.5, from the viewpoint
of effectively suppressing the deformation of the block land
portion 4 in such a case where the block land portion 4 is
obliquely brought into contact with the road surface, thereby
effectively suppressing the partial wear and the sliding wear
of the block land portion 4.

Further, it is preferable that, concerning the same block
land portion 4, the groove portion 6 between block land
portions located adjacent in the tire width direction and facing
the same circumferential groove 2 forms an open angle open-
ing to the opposite direction to the tire equatorial plane CL as
viewed from the tire circumferential direction. This is
because, in the case where the groove portion 6 between the
block land portions adjacent in the tire width direction
extends in one direction, it is possible to effectively deal with
an input from a certain one direction to prevent the sliding
wear, but there is a possibility that the groove portion cannot
effectively deal with an input from other direction and cannot
prevent the sliding wear. Further, the inclination of the
extending direction of the groove portion between the block
land portions adjacent in the tire width direction is disposed
s0 as to face the inclination of the block land portion 4 result-
ing from the shape in which the widthwise cross section of the
tire at the central portion of the block land portion 4 increases.
This makes it possible to pattern the blocks without generat-
ing wasted spaces in the tire width direction, while effectively
achieving the wear resistance performance without deterio-
rating any of the configuration and the effects, whereby it
becomes easy to implement patter designing by combining
with a second rib, shoulder rib, lug and the like.

Further, a ratio of the distance d; between the block land
portions adjacent in the tire circumferential direction with
respect to the distance d, between the block land portions
adjacent in the tire width direction is preferably in the range of
1:0.851t0 1:0.3, and is more preferably in the range of 1:0.7 to
1:0.4. In the case where the ratio of the distance d, between
the block land portions adjacent in the tire circumferential
direction with respect to the distance d, between the block
land portions adjacent in the tire width direction exceeds
1:0.3, the distance d, between the block land portions adja-
cent in the tire width direction is undesirably short even if the
distance d; between the block land portions adjacent in the
tire circumferential direction is sufficient. Therefore, the
block land portions 4 adjacent in the tire width direction are
brought into contact with each other when the tire is rotated
with load; the deformation force resulting from collapsing
and deforming cannot be eftectively transferred to the block
land portion 4 adjacent in the tire width direction; and, the
shearing force within the block land portion 4 cannot be
effectively dispersed, possibly causing the sliding wear. On
the other hand, in the case where the ratio of the distance d,
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between the block land portions adjacent in the tire circum-
ferential direction with respect to the distance d, between the
block land portions adjacent in the tire width direction is less
than 1:0.85, the distance d, between the block land portions
adjacent in the tire circumferential direction is undesirably
short even if the distance d, between the block land portions
adjacent in the tire width direction is sufficient. Therefore, the
block land portions 4 are brought into contact with each other
in the tire circumferential direction when the block land por-
tions 4 come into contact with the road surface, and the
deformation due to expansion of rubber illustrated in FIG. §
occurs, possibly reducing the wear resistance.

Yet further, a ratio of the length d of the block land portion
4 in the tire circumferential direction with respect to the
distance d, between block land portions adjacent in the tire
circumferential direction is preferably in the range of 1:0.25
to 1:0.05, and is more preferably in the range of 1:0.17 to
1:0.07. In the case where the ratio of the length d, of the block
land portion 4 in the tire circumferential direction with
respect to the distance d; between block land portions adja-
cent in the tire circumferential direction exceeds 1:0.05, the
block land portions 4 adjacent in the tire circumferential
direction are undesirably close to each other when the block
land portion 4 collapses and deforms at the time of rotation of
tire with load. Therefore, as illustrated in FIG. 5, when the
block land portions 4 of the tread portion 1 that are in contact
with the road surface are pressed and deformed, the block
land portions 4 adjacent in the tire circumferential direction
are brought into contact with each other at the center of the
tread portion 1; another block land portion 4 located outer
than said block land portions 4 is pressed toward the outer side
in the tire circumferential direction; the block land portions 4
excessively collapse and deform both in a tire rotation direc-
tion and in a direction opposite to the tire rotation direction.
This increases a force acting at the trailing edge 11 in a
direction in which the driving force is applied, possibly caus-
ing the sliding wear resulting from said collapsing and defor-
mation. On the other hand, in the case where the length d; of
the block land portion 4 in the tire circumferential direction
with respect to the ratio of the distance d,; between the block
land portions adjacent in the tire circumferential direction is
less than 1:0.25, the block land portions 4 adjacent in the tire
circumferential direction are undesirably spaced from each
other. This makes it impossible to utilize the shearing force at
the trailing edge 11 of the block land portion 4 so as to
disperse the shearing force at the block land portions 4 adja-
cent in the tire circumferential direction in a well-balanced
manner, also possibly causing the sliding wear.

Yet further, the distance d, between the block land portions
adjacent in the tire width direction is preferably in the range of
1.0to 5.0 mm, and is more preferably in the range 0of1.5t03.5
mm. In the case where the distance d, between the block land
portions in the tire width direction exceeds 5.0 mm, the dis-
tance d, between the block land portions adjacent in the tire
width direction is undesirably long. Therefore, the deforma-
tion force resulting from collapsing and deforming cannot be
transferred to the block land portions 4 adjacent in the tire
width direction. This causes the block land portion 4 to exces-
sively collapse and deform in the tire circumferential direc-
tion, possibly causing the wear resulting from the sliding of
the block land portion 4. On the other hand, the distance d,
between the block land portions adjacent in the tire width
direction is less than 1.0 mm, the distance d, between the
block land portions adjacent in the tire width direction is
undesirably short. Therefore, the block land portions 4 adja-
cent in the tire width direction are brought into contact with
each other when the tire is rotated with load, and the defor-
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mation force resulting from the collapsing and deforming
cannot be effectively transferred to the block land portion 4
adjacent in the tire width direction. This causes the block land
portion 4 to excessively collapse and deform, also possibly
causing the wear resulting from the sliding of the block land
portion 4.

Yet further, the distance d, between the block land portions
adjacent in the tire circumferential direction is preferably in
the range of 3.0 to 10.0 mm, and is more preferably in the
range of 4.0 to 8.0 mm. In the case where the distance d,
between the block land portions adjacent in the tire circum-
ferential direction exceeds 10.0 mm, the distance d1 between
the block land portions adjacent in the tire circumferential
direction is undesirably long. This excessively increases the
road-contacting pressure at the block land portion 4, possibly
reducing the wear resistance. On the other hand, in the case
where the distance d, between the block land portions adja-
cent in the tire circumferential direction is less than 3.0 mm,
the distance d, between the block land portions adjacent in the
tire circumferential direction is undesirably short. This causes
the block land portions 4 to be brought into contact with each
other in the tire circumferential direction at the time of com-
ing into contact with the road surface, and deformation occurs
due to expansion of rubber as illustrated in FIG. 5, possibly
reducing the wear resistance.

Yet further, as illustrated in FIGS. 10 and 11, it is preferable
that the block land portion 4 is provided with a narrow groove
13 communicating, in the tire width direction, the two cir-
cumferential grooves 2, 2 adjacent to said block land portion
4. By providing an additional trailing edge 11 as described
above, it is possible to generally improve the gripping force at
the block land portion 4. Therefore, it is possible to efficiently
convert the torque from the engine into the driving force. Note
that, at this time, the narrow groove 13 may be curved or bent
within the block land portion 4.

Yet further, it is preferable for the narrow groove 13 to open
to the circumferential groove 2 at the central portion 8 of the
block land portion 4. This is because, if the narrow groove 13
opens at a region other than the central portion 8 of the block
land portion 4, the gripping force serving as the driving force
cannot be dispersed in a well-balanced manner within the
block land portion 4, and hence, there is a possibility that the
torque from the engine cannot be efficiently converted into
the driving force.

Yet further, it is preferable for the length of the narrow
groove 13 in the tire circumferential direction to be in the
range of 5 to 20% of a depth of the lateral groove 3 (depth in
aradial direction), and more preferably be in the range of 7 to
18%. In the case where the length of the narrow groove 13 in
the tire circumferential direction is less than 5% of the depth
of' the lateral groove 3, the length of the narrow groove 13 in
the tire circumferential direction is undesirably short. As a
result, similar to the case where the block land portion 4 is not
provided with the narrow groove 13, the gripping force
decreases from the leading edge 12 toward the trailing edge
11, and hence, there is a possibility that the effect obtained by
disposing the narrow groove 13 does not work. On the other
hand, in the case where the length of the narrow groove 13 in
the tire circumferential direction exceeds 20% of the depth of
the lateral groove 3, the length of the narrow groove 13 in the
tire circumferential direction is undesirably long. As a result,
the force resulting from the reaction between the block land
portions 4, each of which is separated by the narrow groove 13
in the block land portion 4, cannot be transferred, causing the
block land portion to excessively collapse and deform, and
possibly causing the sliding wear resulting from this. Further,
in order to maintain the sufficient effect until the end of the



US 9,073,391 B2

13

wear, it is preferable for the depth of the narrow groove 13 to
be in the range of 60 to 100% of the depth of the lateral groove
3.

Further, it is preferable for the length d; of the block land
portion 4 in the tire circumferential direction to be in the range
of'1.0 t0 2.5% of a circumferential length of the tire. In order
to effectively obtain the above-described effect of the block
land portion 4 according to the present invention, it is appro-
priate that the length d of the block land portion 4 in the tire
circumferential direction is less than or equal to 2.5% of a
circumferential length of the tire. This is because, in the case
where said value exceeds 2.5%, the rigidity against shearing
force of the block excessively increases, and hence there is a
possibility that the block land portion 4 that has already been
stepped in does not sufficiently rise in a manner described
above. On the other hand, in the case where the length d; of
the block land portion 4 in the tire circumferential direction is
less than or equal to 2.5% of the circumferential length of the
tire but the length d is less than 1.0%, the rigidity of the block
land portion 4 is undesirably low. Thus, in such a case, when
the driving force is applied to the block land portion 4, the
block land portion 4 excessively shears and deforms, and
hence, the sliding wear cannot be sufficiently suppressed.
Accordingly, by setting the length d5 ofthe block land portion
4 in the tire circumferential direction to be in the range of 1.0
to 2.5% of the circumferential length of the tire, it is possible
to secure the rigidity of the block land portion 4, and the effect
of the block land portion 4 described above can be achieved
effectively, whereby there is a possibility that the wear resis-
tance can be prevented from deteriorating.

It should be noted that the description above is only a part
of the embodiment of the present invention, and it may be
possible to alternately combine these configurations or apply
various modifications without departing from the gist of the
present invention. For example, in tires having the configu-
rations illustrated in FIGS. 2, 6, 10 and 11, two block land
portion arrays 5 form one unit, and plural units are arranged
on the road-contacting surface of the tread portion to obtain
the effect according to the present invention. However, it may
be possible to arrange only single unit, or to form single unit
by three or more block land portion arrays 5 and arrange them
onthe surface of the tread portion. Alternatively, various tread
patterns are possible, provided that the tread portion has the
configurations according to the present invention. More spe-
cifically, as illustrated in FIG. 12, rib-like land portions 14
may be provided on the shoulder sides of the tread portion 1,
and, the above-described configurations of the present inven-
tion may be employed for block land portion arrays 5 between
the rib-like land portions 14; or, as illustrated in FIG. 13,
block land portion arrays 5 formed by rectangular-shaped
land portions 4 may be provided on the shoulder sides of the
tread portion 1, and the above-described configurations of the
present invention may be employed for block land portion
arrays 5 between the rectangular-shaped block land portion
arrays 5; or, as illustrated in FIG. 14, block land portion arrays
5A formed by rectangular-shaped block land portions 4 and
block land portion arrays 5B formed by hexagonal-shaped
block land portions 4 may be provided on the shoulder sides
of'the tread portion 1, and the above-described configurations
of the present invention may be employed for block land
portion arrays 5 located between the block land portion arrays
5A and 5B and disposed on the tire equatorial plane CL side.
Alternatively, as illustrated in FIG. 15, in adjacent block land
portion arrays 5 located on the tire equatorial plane CL side
and having the configuration according to the present inven-
tion, two side walls facing a circumferential groove 2A may
have the same projected length, each of which projected
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lengths is a length obtained by projecting the side walls to a
line parallel to the tire circumferential direction. Alterna-
tively, although not illustrated, in the block land portion array
5 having the configuration according to the present invention,
it may be possible to form the side wall facing the circumfer-
ential groove 2A not by two faces, but by single face. Alter-
natively, from the viewpoint of improving the partial wear
resistance while maintaining the effect obtained by the
present invention, it may be possible to form a corner portion
of the block land portion 4 in the block land portion array 5
having the configuration according to the present invention in
achamfered shape, as illustrated in FIG. 15. Further, although
not illustrated, it is possible to form the side walls 9, 10 of the
block land portion 4 in a curved shaped so as to have a
curvature while maintaining the effect obtained by the present
invention. At this time, the projected lengths obtained by
projecting the side walls 9, 10 to a line parallel to the tire
circumferential direction are measured on the basis of the end
portions of the side walls 9, 10 of the block land portion 4 in
the circumferential direction and the intersecting point con-
necting two faces of the side walls 9, 10 with a straight line or
curved line.

EXAMPLE

Next, as samples of pneumatic tires for heavy load having
a size of 495/45R22.5, there were prepared a pneumatic tire
(Conventional Example tire) having a tread pattern according
to the conventional technique, pneumatic tires (Comparative
Example tires 1 to 9) each having a configuration similar to
the pneumatic tire according to the present invention, and a
pneumatic tire (Example tire) according to the present inven-
tion, and performance evaluation was made for those tires.
Details of the evaluation will be described below.

The Conventional Example tire has block land portions
having a rectangular shape as illustrated in FIG. 16, and has
characteristics shown in Table 1. The Comparative Example
tires 1 to 9 have configurations illustrated in FIG. 17 through
FIG. 25, respectively, and have characteristics shown in Table
1. The Example tire has a tread portion corresponding to that
illustrated in FIG. 26, and is a pneumatic tire having block
land portions arranged on the entire tread portion thereof.
Further, between block land portion arrays adjacent to each
other, the block land portions constituting the block land
portion arrays are arranged so as to be positionally displaced
by a half pitch from each other in the tire circumferential
direction. Yet further, a groove portion 6 between the block
land portions adjacent in the tire width direction extends
obliquely with respect to the tire circumferential direction; a
distance between block land portions adjacent in the tire
width direction is shorter than a distance between block land
portions adjacent in the tire circumferential direction. Still yet
further, the length of the block land portion in the widthwise
cross section of the tire increases from both end portions of
the block land portion in the tire circumferential direction
toward the central portion of the block land portion. Still yet
further, in the block land portions in the block land portion
arrays adjacent in the tire width direction, two side walls
facing the groove portion located between the block land
portions adjacent in the tire width direction have the projected
lengths d; and d, different from each other, each of which
projected lengths is a length obtained by projecting the side
walls to a line parallel to the tire circumferential direction,
and characteristics thereof are shown in Table 1.



US 9,073,391 B2

15 16
TABLE

Conventional Comparative Comparative Comparative Comparative Comparative
Exampletire  Exampletire 1 Exampletire 2 Exampletire3 Exampletire4 Example tire 5

Corresponding drawing FIG. 16 FIG. 17 FIG. 18 FIG. 19 FIG. 20 FIG. 21

Length of block land 60.0 mm 60.0 mm 60.0 mm 60.0 mm 60.0 mm 60.0 mm
portion in tire

circumferential direction

Length in tire width 40.0 mm 19.0 mm 27.0 mm 27.0 mm 27.0 mm 16.0 mm
direction of end portion of

block land portion in the

tire circumferential

direction

Length in tire width 40.0 mm 38.0 mm 27.0 mm 20.0 mm 33.0 mm 38.0 mm
direction of central portion

of block land portion

Depth of lateral groove 18.0 mm 18.0 mm 18.0 mm 18.0 mm 18.0 mm 18.0 mm
Distance between block 10.0 mm 10.0 mm 3.0 mm 3.0 mm 3.0 mm 3.0 mm

land portions adjacent in

tire width direction

Depth of groove portion 15.0 mm 15.0 mm 15.0 mm 15.0 mm 15.0 mm 15.0 mm
between block land

portions adjacent in tire

width direction

Distance between block 7.0 mm 7.0 mm 7.0 mm 7.0 mm 7.0 mm 7.0 mm
land portions adjacent in

tire circumferential

direction
Inclined angle of side walls 0°/0° 20°/-20° 20°/20° 20°/-20° 20°/-20° 20°/-20°
of block land portion with 0°/0° 0°/0°

respect to tire
circumferential direction

Projected length of side 30mm/30 mm 30 mm/30 mm 30 mm/30 mm 30 mm/30 mm 30 mm/30 mm 30 mm/30 mm
walls of block land portion

(d3/d4)

Presence/absence of narrow Not exist Not exist Not exist Not exist Not exist Not exist
groove

Width of narrow groove — — — — — _
Depth of narrow groove — — — — — _
Presence/absence of bent of — — — — — _
NAITOW groove

Number of block land — — 2 2 2 2
portion arrays adjacent in

tire width direction

Comparative Comparative Comparative Comparative Example

Example tire 6 Example tire 7 Example tire 8 Example tire 9 tire
Corresponding drawing FIG. 22 FIG. 23 FIG. 24 FIG. 25 FIG. 26
Length of block land 60.0 mm 60.0 mm 60.0 mm 60.0 mm 60.0 mm

portion in tire

circumferential direction

Length in tire width 18.0 mm 16.0 mm 16.0 mm 30.0 mm 16.0 mm/16.0 mm
direction of end portion of

block land portion in the

tire circumferential

direction

Length in tire width 40.0 mm 38.0 mm 38.0 mm 61.0 mm 38.0 mm
direction of central portion

of block land portion

Depth of lateral groove 18.0 mm 18.0 mm 18.0 mm 18.0 mm 18.0 mm
Distance between block 0.8 mm 3.0 mm 3.0 mm 1.8 mm 3.0 mm

land portions adjacent in

tire width direction

Depth of groove portion 15.0 mm 15.0 mm 15.0 mm 15.0 mm 15.0 mm
between block land

portions adjacent in tire

width direction

Distance between block 7.0 mm 7.0 mm 7.0 mm 4.0 mm 7.0 mm
land portions adjacent in

tire circumferential

direction

Inclined angle of side walls 20°/-20° 20°/-20° 20°/-20° 27°/-27° 36°/14°
of block land portion with

respect to tire

circumferential direction

Projected length of side 30mm/30 mm 30 mm/30mm 30 mm/30 mm 30 mm/30 mm  15.0 mm/45.0 mm
walls of block land portion

(d3/d4)

Presence/absence of narrow Not exist Exist Exist Exist Not exist

groove
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TABLE-continued
Width of narrow groove — 1.0 mm 1.0 mm 1.0 mm —
Depth of narrow groove — 15.0 mm 15.0 mm 15.0 mm —
Presence/absence of bent of — Not exist Exist Exist —
NAITOW groove
Number of block land 2 2 2 5 2

portion arrays adjacent in
tire width direction

Each of the sample tires described above was assembled
with a rim having a size of 17.00x22.5 to form tire wheels,
and were inflated at a pressure of 900 kPa (relative pressure),
and various evaluations as described below were made.

For the wear resistance property, the above-described tire
wheels were mounted to a tractor vehicle for use in tests as a
driving wheel, and load mass of 57 kN is applied to the tires.
Then, the amount of wear at the central portion of the block
land portion was measured after traveling 50000 km on a test
road. With the amount of wear of the central portion of the
block land portion of the Conventional Example tire being set
to 100 as index, relative values were obtained for the other
tires, and the evaluation was made by comparing the thus
obtained relative values. Note that the smaller value repre-
sents the better wear resistance. Table 2 shows the results
thereof.

For the quietness property, the above-described tire wheels
were mounted to a drum test device, and load mass of 57 kN
is applied to the tires.

Then, the sound at the side of the tires when traveling on an
in-room drum test device was measured at a speed of 80 km/h
under the condition specified in JASO C606, and partial over-
all values were calculated for a V3-octave band level with the
center frequency of 800-1000-1250 Hz. With the sound ofthe
Comparative Example tire 5 being set to 100 as index, relative
values were obtained for the Example tire, and the evaluation
was made by comparing the thus obtained relative values.
Note that the smaller value represents the better quietness

property. Table 2 shows the results thereof
TABLE 2

Corresponding Wear

drawing resistance Quietness
Conventional Example tire  FIG. 16 100 —
Comparative Example tire 1 FIG. 17 93 —
Comparative Example tire 2 FIG. 18 83 —
Comparative Example tire 3 FIG. 19 83 —
Comparative Example tire 4 FIG. 20 79 —
Comparative Example tire 5 FIG. 21 76 100
Comparative Example tire 6  FIG. 22 86 —
Comparative Example tire 7 FIG. 23 71 —
Comparative Example tire 8 FIG. 24 74 —
Comparative Example tire 9 FIG. 25 67 —
Example tire FIG. 26 77 94

As can be clearly understood from the results shown in
Table 2, the Example tire and the Comparative Example tires
1 to 9 exhibit improved wear resistance as compared with the
Conventional Example tire. Further, as a result of comparison
of the Example tire with the Comparative Example tire 5
having the configuration same as the Example tire except that
the configuration of the side walls of the block land portion
falls outside the range of the present invention, it can be
known that both of the tires exhibit the same wear resistance.
In terms of the quietness property, the Example tire improves
as compared with the Conventional Example tire 5.
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INDUSTRIAL APPLICABILITY

As can be clearly understood from the description above,
according to the present invention, it is possible to provide a
tire exhibiting both improved wear resistance and improved
quietness, by optimizing the shapes of the block land portions
and positional arrangement thereof.

EXPLANATION OF REFERENCE CHARACTERS

1 Tread portion

2, 2A Circumferential groove

3 Lateral groove

4 Block land portion

5, 5A, 5B Block land portion array

6 Groove portion between block land portions adjacent in
the tire width direction

7 End portion of block land portion in the tire circumfer-
ential direction

8 Central portion of block land portion

9, 10 Side wall of block land portion

11 Trailing edge

12 Leading edge

13 Narrow groove

14 Rib-like land portion

The invention claimed is:

1. A tire having, on a tread portion, a plurality of circum-
ferential grooves extending in a tire circumferential direction,
and plural lateral grooves each communicating adjacent two
circumferential grooves, thereby defining a plurality of block
land portion arrays formed by a large number of block land
portions, wherein:

between block land portion arrays located adjacent to each
other while sandwiching the circumferential groove, the
block land portions constituting said block land portion
arrays are arranged so as to be positionally displaced
from each other in the tire circumferential direction;

a groove portion between the block land portions adjacent
in the tire width direction extends obliquely with respect
to the tire width direction and the tire circumferential
direction;

a distance between the block land portions adjacent in the
tire width direction is shorter than a distance between the
block land portions adjacent in the tire circumferential
direction;

in the adjacent block land portion arrays, the block land
portion is adjacent to at least two block land portions by
way of a groove portion between block land portions
adjacent in the tire width direction;

two side walls of the adjacent block land portion have
projected lengths different from each other, the pro-
jected lengths being obtained by projecting the side
walls to a line parallel to the tire circumferential direc-
tion; and,
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the block land portions adjacent in the tire width direction
are disposed in a point-symmetric manner by way of the
groove portion between the block land portions adjacent
in the tire width direction,

wherein a length of the block land portion in a widthwise
cross section of the tire continuously increases from
both end portions of the block land portion in the tire
circumferential direction toward a central portion of the
block land portion.

2. The tire according to claim 1, wherein

of the two side walls having the projected lengths different
from each other, a projected length of one side wall has
alength in the range of 1.2 to 6.0 times a projected length
of the other side wall.

3. The tire according to claim 1, wherein

the lateral groove extends obliquely with respect to the tire
width direction.

4. The tire according to claim 1, wherein

the lateral groove extends obliquely with respect to the tire
width direction at an angle in the range of 5 to 45°.

5. The tire according to claim 1, wherein

a distance between the block land portions adjacent in the
tire circumferential direction with respect to a distance
between the block land portions adjacent in the tire
width direction is in the range of 1:0.85 to 1:0.3.
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6. The tire according to claim 1, wherein

alength of the block land portion in the tire circumferential
direction with respect to a distance between the block
land portions adjacent in the tire circumferential direc-
tion is in the range of 1:0.25 to 1:0.05.

7. The tire according to claim 1, wherein

a distance between the block land portions adjacent in the
tire width direction is in the range of 1.0 to 5.0 mm.

8. The tire according to claim 1, wherein

a distance between the block land portions adjacent in the
tire circumferential direction is in the range 0of'3.0to 10.0
mm.

9. The tire according to claim 1, wherein

the block land portion is provided with a narrow groove
communicating, in the tire width direction, two circum-
ferential grooves adjacent to said block land portion.

10. The tire according to claim 9, wherein

the narrow groove is open to the circumferential groove at
the central portion of the block land portion.

11. The tire according to claim 9, wherein

the length of the narrow groove in the tire circumferential
direction is in the range of 5 to 20% of a depth of the
lateral groove.



